& PRODUCT SPECIFICATIONS

AP36 Ladder Anchor Post

Product Description:

FrenchCreek’s AP36 can be used at the top of a ladder to provide a secure tie-off
point when transitioning from the ladder to the working surface. This post is com- 7
patible with FrenchCreek’s vertical climbing systems.
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Product Features:

» Can be positioned to the left or right, and in front or behind the ladder rungs
» Compatible with Self Retracting Lifelines

» Minimal parts and easy setup

* Provides egress option for FrenchCreek rail systems

MATERIAL SPECIFICATIONS

Hardware Zinc plated alloy steel

Plated Steel U-Bolts and Nuts

Weight 30 Lbs.

MATERIAL SPECIFICATIONS

Capacity 310Ibs (2:1 safety factor)
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RELEVANT STANDARDS <|

OSHA 29 CFR OSHA 1910.29

36” above top rail, 64” total length

Fits 12” on center rungs for 3/4” to 2.25” round rung sizes.

— FrenchCreek _

100 N.13th St. « Franklin PA » 16323 WARNING: Read, understand and follow all labels and instructions prior to FALL SAFETY
877.228.9327 » 814.437.1808 use. Inspect beforg each use. Remove from service if there is evidence of REV A DATE 06/21/2023 PAGE 1
fcsafety.com damage or excessive wear.



