
PRODUCT SPECIFICATIONS

Product Description:

Product Features:

4154 - Deluxe Work Seat

The FrenchCreek Deluxe work seat is 12” x 24” with spreader bar and yoke.  
Comes with a 550 universal sized built in harness.  

• Rigid board seat
• Spreader bar and yoke
• Built in 550 style harness 
• 5 point adjustment 

 MATERIAL SPECIFICATIONS
Webbing 1-3/4” polyester webbing min tensile strength 6,000 lbs

Hardware  D-rings: plated alloy steel, proof loaded 3,600 lbs min tensile 5,000 lbs

Mating buckles: plated alloy steel min tensile 4,000 lbs

Friction buckles: plated alloy steel min tensile 4,000 lbs

Tongue buckles:  forged steel, min tensile 4,000 lbs

Grommets:  #2 rolled rim grommet with spur washer, brass

Board 3/4” treated plywood, 12” x 24”

Spreader 1/8” x 1” steel, 1/4” bolts

 MATERIAL SPECIFICATIONS
 ANSI User Capacity 130 to 310 lbs

OSHA User Capacity 400 lbs

 RELEVANT STANDARDS
ANSI ANSI Z359.1

OSHA Meets or exceeds all OSHA requirements

SIZES/LENGTHS
Universal sized built in harness 
12” x 24” work seat
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WARNING: Read, understand and follow all labels and instructions prior to 
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