
PRODUCT SPECIFICATIONS

Product Description:

Product Features:

550B Full Body Harness

FrenchCreek’s 500 series full body harnesses are light weight, yet extremely dura-
ble. A favorite for maintenance and light construction.

• 6 point adjustment
• Tongue buckle/grommet legs
• Integral 1-3/4” waist belt
• Sliding back D-ring
• Hip positioning D-rings
• Removable/Reusable lanyard retainers
• Light weight high strength synthetic webbing

 MATERIAL SPECIFICATIONS
Webbing 1-3/4” polyester, minimum tensile strength 6,000 lbs.

Hardware D-ring: plated alloy steel, plated 100% proof loaded to 3,600
lbs.

             min. tensile strength 5,000 lbs.

Tongue and grommet leg buckles: plated alloy steel

Mating buckles plated alloy steel

Friction buckles:  plated alloy steel, min tensile strength 4,000 
lbs. 

Grommets: #2 rolled rim grommet with spur washer, brass

 MATERIAL SPECIFICATIONS
ANSI User Capacity 130-310 lbs.

OSHA User Capacity 400 lbs.

 RELEVANT STANDARDS
ANSI Z359.11-2021

OSHA Meets or exceeds OHSA requirements

Size/Lenghts
XS, S, M, L, XL, 2XL, 3XL
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WARNING: Read, understand and follow all labels and instructions prior to 
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